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UGR diagram i
Glare evaluation according to UGR
o Ceiling 70 |70 [ 50 |50 |30 |70 | 70 | 50 | 50 | 30
o Walls 50 | 30 | 50 | 30 | 30 | 50 | 30 | 50 | 30 | 30
p Floor 20 | 20 | 20 20 | 20 | 20 20 | 20 | 20 20
Room size | Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H |16.4 17.7 16.7 179 18.1 |17.0 183 17.3 18.6 1838

3H|17.6 18.8 179 19.0 19.3 |185 19.7 18.8 19.9 20.2
4H|18.1 19.2 184 195 19.8 |19.1 20.2 194 20.5 20.8
6H|18.4 19.5 18.8 19.8 20.1 |{19.6 20.6 19.9 209 21.2
8H|18.5 19.5 189 19.8 20.1 {19.7 20.7 20.1 21.0 214
12H|18.6 19.5 189 19.8 20.2 |19.8 20.8 20.2 211 215

4H 2H [17.0 181 17.3 184 187 (175 187 179 189 19.2
3H(184 194 188 19.7 20.0 [19.2 20.1 19.5 204 20.8
4H|19.0 199 194 20.2 20.6 |19.9 20.7 203 211 215
6H|19.5 20.2 19.9 20.6 21.0 {205 21.2 209 21.6 220
8H[19.6 20.3 20.0 20.7 21.1 |20.7 214 211 218 222
12H|19.7 20.3 20.1 20.7 21.2 {209 215 213 219 223

8H 4H |19.3 20.0 19.7 20.4 20.8 |20.1 20.8 205 212 216
6H[19.9 20.4 20.3 20.8 21.3 |20.8 21.3 21.2 21.8 222
8H|20.1 20.6 205 21.0 21.5 (211 215 215 220 225
12H|20.2 20.6 20.7 211 216 |21.3 21.7 218 222 227
fn2H 4H |19.3 199 19.8 20.3 20.8 |20.1 20.7 20.5 21.1 21.6
6H[19.9 204 204 208 21.3 |20.8 213 213 217 222
8H|20.1 20.6 206 21.0 215|211 215 216 220 225

Variation of the observer position for the luminaire distances S

S =1.0H +0.1 / -0.2 +0.1 / -0.1

S=1.5H +0.3 / -0.5 +0.2 / -0.3

S =2.0H +0.5 / -0.9 +0.5 / -0.6
Standard table BKO05 BKO06
Correction summand 0.8 2.2

Corrected glare indices referring to 230Im Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-

to-Height-Ratio = 0.25



